
General guide for electric installation for a swimming pool.  Contact an Electrical Inspector first! 
Notice:  This graphic depiction is for reference only.  Contact a qualified electrician if necessary.  Electrical Inspection required. 
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Wet Niche Light (optional)

Motor must be controlled by timer per NYS Energy Code 

Main House Panel 

 

 

Pool 

Pool 
Pump 
Motor

Twist Lock Receptacle w/ Bubble Cover 
Located 6’ to 10’ from edge of pool  
Use weatherproof boxes on 4x4 posts or equivalent 
If required, remove temporary factory cord.  Install 12/3SJ with Twist 
Lock Plug, maximum 3’ long. 

Convenience Receptacle (GFCI) 
Located 6’ to 20’ from edge of pool 
May be located on house or similar structure.  

PVC Conduit 
18” below grade 

Use only THHN wire in conduit. 

Call for inspection before 
covering conduit. 

20 amp GFCI 

20 amp GFCI 

20 amp GFCI 

#8 Solid Bare Bond Wire buried 4” to 6” deep around pool, 18” to 24” from edge 
of pool.  Connect to pool with 4 equally spaced connections with listed lugs.  Call 
for inspection before covering wire. 

#8 Solid Bare Bond Wire must 
be bonded to the water with 
Water Bonding Kit. 


